


















STANDARD FORCED AIR FAN
WIRING OF FAN SHOULD BE PERFORMED
BY A QUALIFIED ELECTRICIAN.

The forced air fan comes factory installed and includes the
prewired motor with fan blade and mounting hardware.

The directions below describes how to wire the fan for a
standard duct system equipped with booster fans and/or
snap disks. Refer to the Wiring Diagrams on pages 19 and
20 for further instructions.

1, Mount a 2" x 4" electrical box on the framing near the
fireplace for installing a switch to control the fan kit.

2. On the left side ofthe fireplace closest to the switch
location, feed a length of flexible conduit through the
7/8" hole in the sidewall of the fireplace.

3, The conduit must have three conductors: hot, neutral,
and ground.
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4. Open the electrical box on the fan motor which is
located on the left side of the power conduit.

5, Run power conduit to switch box. Secure with BMX
connector (not supplied).

6. Run grounded electrical cable from a new or existing 15
AMP circuit to the switch box and COlmect wires and
switch as shown in wiring schematic.

RHEOSTAT

NOTE: Installation and repair should be done by a
qualified service person. This heater should be
inspected before use and at least annually by a
qualified service person. More frequent cleaning
may be required due to excessive lint from
carpeting, bedding material, pet hair, etc. It is
imperative that control compartments and
circulating air passageways of the heater be kept
clean.

NOTE: If any of the original wire as supplied with the
appliance must be replaced, it must be replaced with
type 16 ga., 1050 C. rating wire or its equivalent.
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DOOR HANDLE INSTALLATION

1. Screw wooden handle onto shank and insert into door.

2. Secure with locking nut.

3. Slide on washer and latch cam and secure with locking nut.

STANDARD WIRING DIAGRAM
WITH WALL SWITCH
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OPTIONAL WIRING
Refer to configurations shown on page 8.
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C. STANDARD FANS WITH BOOSTERS
ON SEPARATE WALL SWITCH
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OPERATION

The BuckMaster fireplace is designed for burning
clean, clear wood only. Well dried hardwoods are
recommended for more even combustion, heating and
reduced creosote formation. Small to medium, brisk
fires are recommended.
Extremely hot fires may cause discoloration of gold
doors and are not required to achieve maximum
efficiency.

Do not overload the fireplace to increase burning
times. If you wish to hold a fire overnight, first close
draft controls tight, then pull approximately 1/4".
This will slow the fire, and leave a bed of hot embers
that will facilitate relighting in the morning. Slow
combustion fires produce more creosote which will
condense on the glass doors and chimney, requiring
more frequent cleaning.

"NEVERBURN COLORED PAPER,PAlNTED
WOOD':W00D WITE£ NAILS, ETC. THESE

MATERI.i\.LS CONT""IN COMPOUNDSl'HAT
.WILLDAl\:1AGE THE UN'IT'S CATALYTIC

COMBUSTOR.

WARNING
DO NOT USE A FIREPLACE INSERT OR

OTHER PRODUCTS NOT SPECIFIED FOR
USE WITH THIS FIREPLACE
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STARTING A FIRE:

1. Pull out the two slide draft controls so they are
fully open.

2. Open the by-pass damper by giving the handle at
the top center of the unit a 1/4 tum to the left.

CLOSE OPEN

3. Place a few sheets of crumpled newspaper and
some small pieces of kindling wood directly on
the firebrick. Do not use additional grates or irons.
Ignite the paper. Do not use flatllinable fluids to
start the fire.

4. Once fire is established, add larger pieces of wood
and close fireplace doors. KEEP WOOD BEHIND
PERMANENT LOG STOP AND DO NOT
LOAD WOOD ABOVE HEIGHT OF
FIREBRICK.

S. AI.low IS to 20 minutes to ensure fire is burning
bnskly, then close by-pass damper by turning
damper handle to the right.

6. If necessary, the draft controls can be adjusted
inward to slow the fire and reduce the heat output.

ADDING WOOD TO EXISTING FIRE

Push the ashes through the opening, into the ash pan.
When the ash pan is approximately two thirds full, remove
and empty.

IMPORTANT: Be sure to close slide plate after cleaning.

CAUTION: Ash pan may be hot, use care in handling.

Ashes should be placed in a metal container with a tight
fitting lid. Keep the container on a non-combustible floor
in a garage or outdoors, since ashes may remain hot for
days and give off toxic fumes. Ensure that ashes are
completely cool before final disposal. Leaving a small
amount of ash in the pan and on the fireplace grate will
help protect the metal from excessive heat and enhance
combustion efficiency.

DO NOT operate the fireplace without the ash pan in
place. Also, the ash pan must be completely closed during
operation to prevent excessive draft which can cause
overheating.

CARE AND MAINTENANCE

CAUTION! DO NOT CLEAN WHILE FIREPLACE IS
HOT.
1. Check the fiber rope gasket around the door periodically
to ensure a tight fit. Replace gaskets if they are not
providing a tight seal.

2: Clean the glass doors. The BuckMaster incorporates an
atr wash system that helps keep the glass free of creosote.

If the glass becomes dirty as a result of frequent slow
burning fires, build and maintain a brisk fire. This will
burn off creosote deposits. The glass may also be cleaned
with a hot water/soap solution. Do not use abrasive
cleansers or pads on the glass.

If the glass is ever broken it must be replaced with oriainal
. b

eqUIpment glass only. Consult your fireplace dealer or the
manufacturer. Do not replace with tempered or standard
glass. DO NOT OPERATE THIS FIREPLACE IF
GLASS IS BROKEN OR MISSING.

Before adding wood, always open by-pass damper first
and close after loading is completed. NEVER
OPERATE THE FIREPLACE WITH THE BY-PASS
DAMPER IN THE OPEN POSITION EXCEPT
DURING INITIAL FIRING AND REFUELING.

For maximum heat production and safety, the fireplace
should ALWAYS be operated with the door
completely closed

ASH PAN AND ASH REMOVAL
To remove ashes £i'om the firebox, pull the grate slide
plate to the front with a poker, etc.
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A. Ensure fireplace is cool.
B. ~pen door and lift door frame up to disengage

hmge pins.
C. Place door frame face down on a flat surface.
D. Unscrew glass retaining clips along inside edge

of door frame.
E. Lift glass straight up, out of retaining channels. If

glass is broken, use care to avoid sharp edges.
Note that gasket on glass faces front of unit.

F. Insert new glass, ensuring gasket is properly
seated.

G. Reinstall glass retaining clips.
H. Rehang door frame on hinges.



3. Door frame - The gold plated frame should be
cleaned with appropriate metal cleaner. Do not
use steel wool or other abrasives.

4. Creosote - Formation and Need for Removal:
When wood is burned slowly, it produces tar and
other organic vapors which combine with
expelled moisture to form creosote. The creosote
vapor condenses in a relatively cool chimney flue
of a slow burning fire. As a result, creosote
residue accumulates on the flue lining. When
ignited, the creosote makes an extremely hot fire.

PROPER FUEL SELECTION

For best results, this heater is designed to burn (dry),
natural wood. Higher efficiencies and lower emissions
generally result when burning air dried seasoned
hardwoods, as compared to softwoods or to green or
freshly cut hardwoods. Green or freshly cut hardwoods
(wood with high moisture content) will not product the
BTU's needed to heat your home. The result will be low
temperature reading on the catalyst probe, thus low BTU
output.

DO NOT BURN:

Burning treated wood, garbage, solvents, colored paper or
trash may result in release of toxic fumes and may poison
or render the catalytic combustor ineffective.

The chimney connector and chimney should be
inspected at least once every month during the heating
season to determine if a creosote build-up has
occurred. If creosote has accumulated, it should be
removed to reduce risk of a chimney fire. Your dealer
can recommend a qualified chimney sweep or provide
you with the proper tools to do it yourself. Use only
brushes that are designed for your type of chimney.

Treated Wood
Solvents

Coal Garbage Cardboard
Colored Paper Trash

After each cleaning, check catalytic combustor to be
sure it is free of creosote or other particles which may
have fallen on it. A plugged combustor will cause the
fireplace to smoke.

CATALYST EQUIPPED
This wood heater contains a catalytic combustor,
which needs periodic inspection and replacement for
proper operation. It is against the law to operate this
wood heater in a manner inconsistent with operating
instructions in this manual or if the catalytic element is
deactivated or removed.

CATALYST WARRANTY
The combustor supplied with this heater is a 3" x 6"
Applied Ceramic catalytic combustor with 16 cells per
sq. in. Consult the catalytic combustor warranty also
supplied with this heater. All waiTanty claims should
be addressed to:

Applied Ceramics
Customer Service Department

P.O. Box 29664
Atlanta, GA 30359

770-448-6888
See enclosed catalyst warranty for instructions. New
Buck Corporation does not handle catalyst
replacements. Customer can order direct fonn
Applied Ceramics.

Burning coal, cardboard, or loose paper can produce soot,
or large flakes of char or fly ash that can coat the
combustor, causing smoke spillage into the room and
rendering the combustor ineffective. (Not covered under
warranty.)

CATALYTIC COMBUSTOR REPLACEMENT

1. Ensure that fireplace is cool.
2. Remove front grill.
3. Remove cast iron access door on front of secondary

heat chamber.
4. Lift out old catalytic combustor and replace with a

new 3" x 6" Applied Ceramic catalytic combustor
with 16 cells per sq. in. (Consult your dealer.)

5. Replace access door and front grill.

PULL OUTTO
REMOVE GRILL
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NOTE: If you have installed a brick solder course
over the top grill, the catalytic combustor must be
removed through the firebox.

INSIDE VIEW OF FIREBOX TOP

1. Remove firebrick baffle and suppoliing angle irons.

2. Slide flame impingement shield to the right and
remove.

3. Open by-pass door.

4. Reach into the firebox and raise catalytic combustor
to top of secondary heat chamber.

S. Remove combustor through open by-pass door. To
install new combustor, follow steps in reverse
order.

,<,•.

FLAME 1~I,PINGEMENT SHIELD

CATALYTIC COMBUSTOR

L._~

ElY·PASS DOOR

SiDE VIEW OF FIREBOX

i-ITml
I... . ... 1 .. 1 , _ I

1 \ F ?~O,"-iT I J

,'"
, .../'~ t·· " ,
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BY-PASS DOOR REPLACEMENT

All materials subjected to high temperatures will
eventually breakdown. If during regular inspection of
the firebox you discover a hole developing in the cast
iron by-pass door it should be replace.

1. Remove top grill and access door as explained in
catalytic combustor replacement.

2. Remove set screw from by-pass rod collar and jerk
on rod to free it from the by-pass door.

3. Lift out old door and replace with new one. Reinsert
by-pass rod and secure with collar set screw.

4. Replace access door and top grill.

CATALYTIC
CO/JISUSTOR

+H+
'H+I

BY·PASS
DOOR

- ..~.:it -l •

.---' ------._-- .
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TROUBLE SHOOTING

1. Smoke Coming From Fireplace
A. Inadequate Combustion Air - Check that exterior

air duct is not closed or blocked and that draft
controls are properly set.

B. Exhaust Fan - An exhaust fan, particularly in a
tightly build house, may pull smoke back ~own

the chimney and into the house. Try openmg a
window a small amount of avoiding operating
such fans when fueplace is in use.

C. Wet Wood - Use only properly cured woods.

D. Dirty or Blocked Chimney - Check and clean as
necessary.

E. Chimney Too Short - Review chimney specifi­
cations in this manual and see that your install­
ation conforms to them.

2. Excessive Creosote
Creosote is a dark brown and black combustion by­
product. While deposits in the chimney cannot be
totally eliminated, smaller, hot fires will minimize
formation.

CHIMNEY FIRES

A chimney that is not regularly cleaned presents a
greater risk of chimney fire. When creosote deposits
are ignited, an extremely hot fire will result.

Ifyou experience a chimney fire:

1. Close the fireplace door and close draft controls.

2. Evacuate all people from the house and notify the
fire department.

3. If possible, discharge a dry chemical fire
extinguisher or throw baking soda or sand on the
fire inside the fueplace to control the fire. DO
NOT USE WATER.

4. Check for smoldering or burning combustibles
next to the fireplace and chimney. Also check
that there are no sparks or hot embers on the roof.

5. Once the fire is out, have the complete system
thoroughly checked over before using again.
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ITEM DESCRIPTION PART # ITEM DESCRIPTION PART #

1 Top Grill PO CL60-89787 13 Optional 8" Hot Air Duct x 12" N/A*

2 By-pass Handle PO CL60-89780 14 Optional 8" 90° Elbow N/A*

3 Door (Gold) PC CL60-23803 15 Optional Grill Box PS CL60-24033

4 Glass PG CL60-89672 16 Optional 10" x 10" Grill PO CL60-86523

5 Door Handle PO CL60-89712 20 7/32" xl" Hinge Pin PH 7321LSP

6 Door Handle (wood) PO CL60-89819 24 Door Latch PO CL60-24282

7 Ash Grill PO CL60-89711 67 3/8" Locknut PH 3816HNP5

8 Outer Side PS CL60-24002 68 3/8" Lockwasher PH 38LKWSP5

11 Outer Back PS CL60-23998 69 Grill Clips N/A

12 Outer Top PS CL60-24004

* USE COMMON 8" B-VENT PIPE
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ITEM DESCRlPTION PART # ITEM DESCRlPTION PART #

25 Inner Top PS CL60-24160 42 Glass Rope RP FTV125X1.00GA

26 Back Insulation N/A 43 Door Rope RP 7810863KRP

27 Cast Iron Access Door PC CL60-40347 44 Glass Holders PS CL60-24008

28 Inner Back PS CL60-24005 45 1/4" - 20 x 3/8" Screws N/A

29 Inner Side PS CL60-23999 48 Front Insulation N/A

31 Side Insulation N/A 49 Front Air Duct PS CL60-23996

32 Cast Iron By-pass PC CL60-40346 50 Top Grill (Gold) PO CL60-89797
Door

33 By-pass Door Rod PO CL60-89707 52 Outer Front PS CL60-24060

34 3/8" x 3/8" Set Screw N/A 53 Top Insulation N/A

35 Catalytic Combustor PO CL60-89786 54 Access Door Gasket RP 7810863KRB

36 Ash Pan MA CL60AP 55 Flame Impingement Shield PS CL60-24053

38 Firebrick PR 900050 56 By-pass Rope RP FR2LD.750G

39 Log Retainer MA CL60-24299 57 Grate Slide Plate N/A

40 Bottom Grill (Black) PO CL60-89711 65 Steel Baffle Plate N/A

66 Angle Iron Supports N/A

N/A = PART NUMBER NOT AVAILABLE AT THIS TIME AND IS SUBJECT TO CHANGE
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ITEM DESCRIPTION PART #

57 Rear Offset Brackets PS CL60-24040

58 Slide Plate PS CL60-24034

59 Compression Springs PH l4lSPRING

60 3/16" Flat Washers PH3l6FLW

61 Slide Plate Bracket PS CL60-24010

62 10 - 24 Lock Nuts PH 1024HNP

63 #10 x 1/2 Tek Screws PH 101612TEK

64 Slide Rod MF CL60-220 15

65 Phenolic Knob PO BC413

OUTSIDE AIR KIT (PA CL60-0AKIT)

o

cp
I
o

OP,AFT CONTi~OL

ASSEM8LY

ITEM DESCRIPTION

3 Vent

4 Clamp

5 8' x 4" Flexible Aluminum Vent Pipe
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NEW BUCK CORPORATION (NBC)
"LIMITED WARRANTY" FOR THE BUCK STOVE

PLEASE READ THIS WARRANTY CAREFULLY

PRODUCTS COVERED
This warranty covers the new Buck Stove heating unit, so long as it is owned by the original
purchaser, including optional and standard accessories purchased at the same time, subject to
terms, limitations, and conditions herein set out.

PRODUCTS NOT COVERED
This walTanty does not cover the following:

Glass;
Refractory material such as refractory cement or firebrick;
Gaskets.

This Warranty will also not cover any damage and/or failure caused by abuse or improper
installation of the products covered.

WARRANTY TIME PERIODS
(A) Period I

For one year from the date of purchase, NBC will replace or repair, at its option, any part
defective in materials or workmanship. The costs of parts only are included. The customer pays
any labor or transportation charges required.
Thereafter

(B) Period II

For the period after the first year from the date of purchase and extending for 5 years as long as
the Buck Stove is owneq by the original purchaser, NBC will repair or replace, at its option, any
part defective in materials or workmanship, with the exception of: electrical motors, wiring,
switches, and components: optional and standard accessories; and all parts not permanently
attached to the heating unit. Parts not permanently attached to the heating unit are defined as
those items designed to be removed from the stove, including those removable with common
hand tools. The costs of parts only are included. The customer pays any labor or transportation
charges required.

PROCEDURE
Should you feel that your BUCK STOVE is defective, you should contact any Buck Stove
dealer for the name of your nearest authorized Buck Stove service representative, who will
instruct you on the proper procedure, depending on which WalTanty Time Period (Period I or
Period II) applies.
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If for any reason you are dissatisfied with the suggested procedures, you may contact us in writing at:

New Buck Corporation
Customer Service Depatiment
PO Box 69
Spruce Pine, NC 28777

CONDITIONS AND EXCLUSIONS
(A) Replacement of palis may be in the form of new or fully reconditioned patis, at NBC's option.
(B) There is no other express warranty. All implied warranties of merchantability and fitness for use are limited to

the duration of the Express Warranty.
(C) New Buck Corporation is not liable for indirect, incidental, or consequential damages in connection with the

use of the product including any cost or expense or providing substitute equipment or service during periods of
malfunction or non-use.

Some states do not allow the exclusion of incidental or consequential damages, so the above exclusion may not
apply to you.
(D) All warranty repairs under this warranty must be performed by an authorized Buck Stove service

representative. Repairs or attempted repairs by anyone other than an authorized service representative are not
covered under this warranty. In addition, these unauthorized repairs may result in additional malfunctions, the
correction of which is not covered by warranty.

OTHER RIGHTS
This warranty gives you specific legal rights, and you may also have other rights, which vary from state to state.
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