










Figure 7       Ventilation Air From Outdoors 
 

WARNING 
 

THIS HEATER MUST HAVE FRESH AIR FOR PROPER OPERATION.  IF NOT, POOR 
FUEL COMBUSTION COULD RESULT.  READ THE FOLLOWING INSTRUCTIONS TO 
ENSURE PROPER FRESH AIR FOR THIS AND OTHER FUEL-BURNING APPLIANCES 
IN YOUR HOME. 

VENTILATION AIR FROM OUTDOORS 
 
Provide extra fresh air by using ventilation grills or ducts.  You must provide two permanent 
openings: one within 12" of the ceiling and one within 12" of the floor.  Connect these items directly 
to the outdoors.  These spaces include attics and crawl spaces.  Follow the National Fuel Gas Code 
NFPA 54/ANSI Z223.1, Section 4.3, “Air For Combustion and Ventilation” for required size of 
ventilation grills or ducts. 
 
IMPORTANT:  Do not provide openings for inlet air into attic if attic has a thermostat-controlled 
power vent.  Heated air entering the attic will activate the power unit. 
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OPTIONAL BLOWER INSTALLATION 

The  Model ZCBB has an optional MA ZCBB714  blower kit that can be purchased from your dealer. 
You will need to follow these steps and the diagram below and the wiring diagram on page 18. 
NOTE: The receptacle which is provided in the Model ZCBB must be wired into your home 
(residence)  in order to have electricity to operate the blower motor. If the receptacle hasn’t been 
wired in during installation of the ZCBB you may need to contact a licensed electrician. The Model 
ZCBB  also has a thermostat and wires and an ON/OFF switch standard on all units.  
 
“WARNING: Any changes to this heater or its controls can be dangerous.” 
 
A. First remove the burner base and logs. Be sure to turn “OFF” the gas supply before disconnecting 

the supply line. 
B. Remove the (10) ten hex-head self-piercing screws that hold down the motor cover plate on the 

inner bottom of the unit. 
C. Locate the (2) two wires that come down the back of the rear air channel from the thermo-

stat .Connect  (1) one of the thermostat wires to the top terminal on the ON/OFF switch.   
D. Connect  the black power cord wire to the 24" jumper wire provided, then attach the jumper wire 

to the middle terminal on the ON/OFF switch.  Next connect the remaining thermostat wire to (1) 
of the wires coming from the motor. Connect the white  power cord wire to the white motor wire. 
The green power cord wire should be screwed to the motor bracket as the ground wire.  Place the 
blower motor in the cover plate opening. Position the blower motor into the air channel on the rear 
of the unit centering the blower motor. It is best to leave about a 1/8" space between the blower 
and the back of the air channel. This will reduce the chance of vibrating or noise. 

E. After placing the blower motor you must secure it to the bottom of the unit with the (2) two 
#10x1/2 Hex Washer Head self-piercing screws provided with the blower kit. 

F. Plug the power cord into the receptacle, and reattach the motor cover plate to the inner bottom us-
ing the screws you removed earlier. 

BLOWER MOTOR 

MOTOR  COVER PLATE 

SCREWS 

POWER CORD 

RECEPTACLE  ON / OFF SWITCH 

 WIRES TO 
SWITCH 

SCREWS 

ROMAX CONNECTOR 

 
WARNING: IF THE INFORMATION IN THIS MANUAL IS NOT FOLLOWED EXACTLY, A 
FIRE OR EXPLOSION MAY RESULT CAUSING PROPERTY DAMAGE, PERSONAL INJURY 
OR LOSS OF LIFE. 

THERMOSTAT  

THERMOSTAT WIRES 
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WARNING: CHILDREN AND ADULTS SHOULD BE ALERTED TO THE 
HAZARDS OF HIGH SURFACE TEMPERATURES AND SHOULD STAY AWAY TO 
AVOID BURNS OR CLOTHING IGNITION.  YOUNG CHILDREN SHOULD BE 
CAREFULLY SUPERVISED WHEN IN THE SAME ROOM AS GAS LOGS. 
 
 
WARNING: CLOTHING OR OTHER FLAMMABLE MATERIAL SHOULD NOT 
BE PLACED ON OR NEAR THESE GAS LOGS. 
 
 
 

WIRING DIAGRAM (MA  ZCBB714) 

NOTE:  “If any of the original wire  must be replaced, it must be replaced with a wire of at 
least a 105° C temperature rating or its equivalent.” 

 
NOTE: Installation and repair should be done by a qualified service person.  This heater should be 

inspected before use and at least annually by a qualified service technician.  More frequent 
cleaning may be required due to excessive lint from carpeting, bedding material, pet hair, etc.  
It is imperative that control compartments and circulating air passageways of the heater be 
kept clean. 

 
CAUTION:    Label all wires prior to disconnection when servicing controls. Wiring errors can        

cause improper and dangerous operation. 
 
             Verify proper operations after servicing. 
 
NOTE: THE N.B.C. OPTIONAL FAN KIT MUST BE ELECTRICALLY GROUNDED IN   

ACCORDANCE WITH LOCAL CODES.  IN THE ABSENCE OF LOCAL CODES, 
 THE NATIONAL ELECTRICAL CODE, ANSI/NFPA 70 MUST BE USED. 

Figure 8 

 
BLACK 

WHITE 
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REPLACEMENT PARTS 

 
 
1.  PULL SCREEN (2) PER UNIT 
 
2.  SCREEN RODS  (2) PER UNIT 
 
3.  REAR REFRACTORY AND SIDE REFRACTORY 2 PIECES PER UNIT 
 
6. CANOPY 
 
7.   DOOR KIT (PART # MAZCBBDOORS) 
 
PARTS MAY BE OBTAINED THROUGH YOUR LOCAL NBC DEALER.  IN ABSENCE OF 
A DEALER, PLEASE CONTACT NEW BUCK CORPORATION AT P.O. BOX 69, 8000 HWY 
226 SOUTH, SPRUCE PINE, NC  28777. 
 
 

OPTIONAL PARTS 
 
      DESCRIPTION                                       PART NUMBER 
       
 MOTOR                                                  PE SBR084          
 
          ON/OFF SWITCH                                  PE RA911VB 
 
          POWER CORD                                       PE 400240 
            
          JUMPER WIRES                                    MA18GA18FF 
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NEW BUCK CORPORATION 
 
We reserve the right to amend these specifications at any time without notice.  The only warranty 
applicable is our standard written warranty.  We offer no other warranty, expressed or implied. 

LIMITED WARRANTY 
VENTLESS FIREBOX ENCLOSURE 

New Buck warrants this product to be free from defects in materials and components for two (2) years 
from the date of first purchase, provided that the product has been properly installed, operated, and 
maintained in accordance with all applicable instructions.  To make a claim under this warranty the Bill 
of Sale or canceled check must be presented. 
 
This warranty is extended only to the original retail purchaser and covers the cost of parts required to 
restore the heater to proper condition.  Warranty parts MUST be obtained through an authorized Buck 
Stove dealer and/or New Buck, who will provide original factory replacement parts.  Failure to use 
original factory replacement parts voids this warranty.  The heater must be installed by a qualified 
installer in accordance with all local codes and instructions furnished with the unit. 
 
Warranty does not apply to parts that are not in original condition, normal wear and tear, or parts  that 
fail or become damaged as a result of misuse, accidents, lack of proper maintenance or defects caused 
by improper installation. 
 
WARRANTY DOES NOT COVER: 
 
-  Removal and re-installation cost 
-  Labor costs for replacements or repairs 
-  Transportation 
-  Cost of service call to diagnose trouble 
-  Painted surfaces 
-  Damage or defect caused by improper installation, accident, misuse, abuse, or alteration 
 
TO THE FULL EXTENT ALLOWED BY THE LAW OF THE JURISDICTION THAT GOVERNS 
THE SALE OF THE PRODUCT, THIS EXPRESS WARRANTY EXCLUDES ANY AND ALL 
OTHER EXPRESSED WARRANTIES AND LIMITS THE DURATION OF ANY AND ALL 
WARRANTIES, INCLUDING WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A 
PARTICULAR PURPOSE TO ONE (1) YEAR FROM THE DATE OF FIRST PURCHASE.  NEW 
BUCK LIABILITY IS HEREBY LIMITED TO THE PURCHASE PRICE OF THE PRODUCT AND 
NEW BUCK SHALL NOT BE LIABLE FOR ANY OTHER DAMAGES WHATSOEVER 
INCLUDING INCIDENTAL OR CONSEQUENTIAL DAMAGES. 
 
Some states do not allow a limitation on how long an implied warranty lasts or an exclusion or 
limitation of incidental or consequential damages, so the above limitation on implied warranties, or 
exclusion on damages may not apply to you. 
 
This warranty gives you specific legal rights.  Other rights may vary from state to state. 
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